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Part assemblies Loader beam

PosPartNo NameQty Specification

15221258-1 Loader beam Alo Black1

25221358-1 Parallel rod Alo Black2

35221325-1 Bearing box Alo Black2

45221510 Locking Pin D=32mm2

55017002 Linch pin2

65215216 Indicator rod1

75215208 Holder kit1

85050605 Screw MC6S 10x50 Loc1

95013110 Washer BRB 10.5x22x21

105215227 Spacer1

115215131 Locking cover22

125004917 Screw21

135221368-1 Link Alo Black4

145221361-1 Link Alo Black2

155221365-1 Link Alo Black2

1660018046 Pivot Pin D=30, L=127mm. Replaces 902003412

1760018050 Pivot Pin D=30, L=84mm. Replaces 90200394

189020100 Pivot Pin D=30, L=122mm6

195221343-1 Support leg Alo Black2 PCS

205221495-1 • Support Alo Black1 PCS

215002114 • Screw M6S 12x1003

225021955 • Locking Pin1

235221186 • Clip1

245011911 • Nut M123

255013103 • Washer BRB 12x222

265221496-1 • Stay Alo Black1 PCS

275018515 Bushing D30 L=2012

285013110 Washer BRB 10.5x22x22

295221572 Plastic cover2 PCS


